


Quadrant Specific

Independently modify the CCZ, LITe Zone and/or SLZ of the Custom Stable Elite quadrant specifically.

Example
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Note the flat meridian markers, the right side mark is
always quadrant one with two, three and four following
in a counter clock wise direction.

Communicate the modifications you would like to
make in each zone when placing your order.

NOTE: When ordering a quadrant specific Custom Stable Elite, a laser hash mark and black
dot will be present on the lens. It is important for these marks to be applied to the eye at
6 O'clock. This will appropriately align the quadrant specific changes that were made.

Edge Vault

This customization allows you to vault over extremely high sections of the sclera due to a pinguecula, pterygium, tubes, shunts or scars.

Edge Vault Example 1 90°

270°

CS Elite lens with O° rotation
Edge Vault at 180" and 20° wide

Example 2 90°

Example 3 90°

180°

270° 270°

CS Elite with 30° left rotation
Edge Vault at 210" and 30° wide

CS Elite with 30° right rotation
Edge Vault at 330° and 40° wide

too much limbal/central clearance

Trouble Shooting Guide

flatten CCZ "+" (100 um/step)

vertical meridian of SLZ too flat

steepen vertical SLZ "-" 1-2 steps

too steep CCZ

lower sagittal depth / choose flatter lens / flatten CCZ

too flat CCZ

increase sagittal depth / choose steeper lens / steepen CCZ

too much limbal clearance

flatten LITe zone "+" (50 um/step)

SLZ too steep

check location of flat meridian / flatten SLZ accordingly

too steep of LITezone

flatten LITe zone "+" (50 um/step)

too flat of SLZ

steepen SLZ (-1 step)

SLZ too flat

check location of flat meridian / steepen SLZ accordingly

tear exchange

perform NaFl| test check location of flat meridian/steepen SLZ accordingly




